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ABSTRACT 


Flow of aqueous solutions of Polyox WSR-301, at a con- 
centration of 25 wppm, was investigated in the cylinder drég 
transition region of Reynolds numbers. Frequency spectrum 
and drag force were measured on a circular cylinder (diameter 
ieinch). Frequency spectrum, Strounmal frequency and drag 
force also were meaSured on circular cylinders in water 
faaameter J ana J-1/2 inch). ; 

The polymer additive did not alter the vortex shedding 
frequency from that of water at the same Reynolds numbers. 

As the polymer degrades, a state is reached where concentra- 
tion, Revnolds number and body size combination become such 
iat the transition occurs in the boundary layer. Transition 
in the polymer solution occurred earlier than that in the 


Pee SOlvent. At one Reynolds number, several regimes of 


flow may be observed as the polymer solution degrades. 
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I. INTRODUCTION 


A. PRELIMINARY REMARKS 

During the past decade a Significant amount of research 
in the field of fluid dynamics has been carried out on the 
@ieag reduction properties of polymer solutions. Various 
fields of study as diverse as medicine, undersea weapons 
engineering, petroleum engineering, and agriculture are 
interested in polymer drag reduction. The motivation behind 
this interest is the possibility of increasing system per- 
formance wens increased energy input. | 


The drag reducing properties of polymer solutions was 


freee oeen Gy Temsama, EoAUMenG Seis COMMG: oo eenaare 
to as the "Toms Effect." A variety of substances exhibit a 


Siero reduction phenomenon to some cegree, dependent upon 
molecular weight and concentration. The most éfrective 
polymers have high molecular weight, long molecular chains, 
and are highly flexible. Generally, these polymers have been 
effective in very Aone solutions; that is, solutions with 
less than 1000 parts per million by Tonite (wppm) of polymer 
additive. 

Extensive poneeoteen has been performed with internal 
flows where drag is due primarily to turbulent skin friction, 
while the: study of flow around bluff bodies has. received 
lesser attention because of the complex nature of the body 


drag forces. The drag force on a bluff body is affected by 








boundary layer and wake changes interacting in a kaleido- 
scope manner in three dimensions. Thus, conclusions 
reached in pipe flow cannot, with any certainty, be ex- 
tended to an external body Plouseocone 

The Reynolds number range in which the flow is studied 
iS important because, here again, Significant differences 
exist between low and high Reynolds flow ranges. Therefore, 
the results obtained in one range can be very misleading if 
applied to another range. The study of flows throughout 
the entire range at Reynolds numbers iS an impossible task. 
Fortunately, only a ae finite ranges are of major importance. 
These are called the critical or transition regions. Of these 
three or four regions, the one which is of major importance 
is the transition region from a laminar to a turbulent flow 
Comal tion. 

In order to derive any benefit from polymer drag reduction, 
the flow around a bluff body must be studied extensively. 
This simple statement can be reversed into the question: "What 
Poupment should be used to study the flow of dilute polymer 
solution around a bluff body?" The fundamental problem of 
how to measure preesiure or velocity has an entirely new per- 
spective in dilute polymer solutions. Authors, including 
Smith, Merrill, Mickely, and Virk [Ref. 1], James [Ref. 2], 
Wetzel, and Tsai [Ref. 3], have reported anomalous behavior 
of pitot tubes and thermo-anemometers in polymer solutions. 
Flow visualization techniques are very useful for a localized 


investigation of the flow but generally do not provide the 


0 








quantitative information necessary. Thus, as an initial 
step, measurements have to be made from the surface of the 
body for the transition Reynolds number range. Future 
development of laser techniques should provide an excellent 


means of meaSurements. 


Pe OURVEY OF PREVIOUS INVESTIGATIONS 

The study of the wake behind a cylinder or other bluff 
bodies has been of interest to researchers for hundreds of 
years. Leonardo da Vinci sketched a row of vortices behind 
a cylinder in the 15th century. Strouhal's experiments 
[Ref. 4] in the 1870's initiated quantitative work in een 


eeea. Von Karman's work, Garly in this century, on the 


Stability of vortex streets' relationship to drag stimulated 


field. To help summarize this vast quantity of literature, 
several excellent reviews have been published, including 
Goldstein [Ref. 5], Linenhard [Ref. 6], Morkovin [Ref. 7], 
beetle {[Ref. 8], and Marris [Ref. 91. 

The wake behind a circular cylinder can be classified into 
various regimes of flow with each region displaying its own 
miaracceristics. Lienhard [Ref. 5] and Morkovin [Ref. 7} 
ee entéd Similar classifications based on Reynolds number. 
Ppeecomoination of one two presentations is shown in Fig. l. 
The first noticeable change from unseparated flow is the 
Appearance of fixed Foppl vortices in the range of Reynolds 
numbers from 5 to 10. Somewhere between a Reynolds number 


of 10 and one of 40, the laminar wake becomes unstable anc 


BE 
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Re<5 
REGIME OF UNSEPARATED FLOW. 


3-5 <Re <30-40 
LAMINAR: STEADY SIN PRACT UGE, 
UNSTABLE UNDER ARTI B@ECIALwWEX Cl Tate 


30-40<Re <80-90 
LAMINAR WAKE INSTABILITY, SHEDDING 
GOVERNED BY “HAKE INSPABILLIT YS 


80-20 ne <1'50 


PERPODICITY GOVERNED BY VORiE. 
SHEDDING. 


SUBSCRITICAL: 150~300<Re<10-13 x107 
TRANSITION TO FULLY TURBUBEST vor. 
STREET, FORWARD PROGRESSION OF TURBU- 
LENCE AND INCREASING 3-DIMENSIONAL 
NEARLY CONSTANT STROUHAL NOS, Opa 
SENSITIVITY TO FREE STREAM PUREBULL ea 
AND SURFACE ROUGHNESS. 


Grr iCal: 10-13 x 104 eRe <3.5 Xx noe 
LAMINAR BOUNDARY HAS UNDERGONE TUR- 
BULENT TRANSITION, NARROWER WAKE, 

NO VORTEX STRELT, StROUCS  -O rine 
SILONALITY , STRONG SENSTEIV it, Tove Ee 
STREAM TURBULENCE AND SURFACE 
ROUGHNESS. 


- TRANSCRITICAL: 3.5 x 10°<Re<(?) 


TRANSITION TO. TURBULENT- BOUNDARY 7o8 
TG eRONT PACE Or ThE CYLENDER, 
RECOVERY Ob ee RONGUNCEDPERTOD Rei 
CORRESPONDING TO MEDIUM WIDTH OF 
WAKE. 


Figure 1. REGIMES OF FLOW AROUND A 
CIRCULAR] Cyn DER 
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the first appearance of the vortex street at Reynolds numbers 
above 40 1s a result of this instability [Ref. 9]. As the 
Reynolds number is increased, the wake and the vortices 


continue to change up to a Reynolds~number range of 1 x 10? 


oO. 3.5 x 10°, Called the transition Or critical) range, avon 
the boundary layer changes from laminar to turbulent. In 
this region, the wake narrows, no vortex street iS apparent, 
there iS increased three dimensionality, no predominent 
shedding frequency iS apparent, and a strong sensitivity Ee 
free-stream turbulence and surface roughness develops. Above 
Reynolds numbers of 3.5 x toon Roshko [Ref. 10] reported the 
mee ab hi shment of a vortex street with a higher Strouhal 
number (approximately 0.267). 


Roshko (1961) presented a plot of both C, and 1/St versus 


d 
Re, which portrays the importance of eddy shedding frequency 
“on drag. This plot, same as used by Lienhard, is shown in 
fee. the 0.22/5t relationship is used to shife the Pst 
curve as close as possible to the drag curve. Delany and 
Sorensen [Ref. 11] also showed this effect using data obtained 
at Ames Research Center. 

being this Similarity, Roshko [Ref. 12] and [Ref. 13) 
demonstrated how Ca and St are related. This analysis made 
eieemimoortant point that not only lift but much of the drag 
might be eliminated if vortex action could be inhibited. To 
inhibit vortex formation, Roshko used a splitter plate which 


obstructed vortex formation and eliminated the extreme back 


pressure coefficient. Results of this experiment are shown 
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in Fig. 3. A decrease in drag of almost one-third was 
obtained by use of a splitter plate. 

The primary complication noted in all regimes of flow 
is the three~dimensional aspect of vortex shedding and wake 
structure. Gaster [Ref. 14] reported shedding in spanwise 
cells at Reynolds number of approximately 100. In each cell 
the shedding was regular and constant but between the cells 
the shedding was not continuous. Experimental studies of 
Humphreys [Ref. 15] and Macovsky [Ref. 28] dealt with three-- 
dimensionality in a Reynolds number range from ios 1 
transition. fo de 

In his paper, Humphreys [Ref. 15] discussed theuemseee of 
three-dimensional vortex motion on average force and boundary 
layer flow. The random fluctuation of mean drag was the 
first effect noted. This fluctuation caused changes in drag 


by as much as 15%, so that any valid C. measurement must be 


d 
Peerme—-averaged value. This phenomenon was also noted by 
Bishop and Hasson [Ref. 16] in conjunction with channel side 
effects. 

Humphreys mentioned ‘another problem concerning cylinder 
mounting in the test section. Here the type of mounting 
played a predominate role in the location of the transition 
meagion. Humphreys hypothesized that the change in end 
geometry caused flow changes along the entire length of the 
cylinder which affected the entire vortex shedding mechanism. 


Another plausible explanation of this phenomenon can be based 


on the vibration of the cylinder. Wehrman [Ref. 17] shows 
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that for cylinders at low Reynolds number (less than 350), an 
external vibration stabilizes the transition region. Bishop 
and Hasson [Ref. 16] showed a decrease in mean drag for a 
driving frequency above the critical frequency. These authors 
also considered the effect of synchronization between cylinder 
and wake, hysteresis based on increasing or decreasing fre- 
quency, and frequency demultiplication, a term used to 
describe integral multiples of Strouhal frequency. Humphrey's 
data shows that for a cylinder mounted with both ends free, 
the transition Reynolds number was higher than the one with 
one end fixed. One can assume that the free-free case 


responded to vibration to a greater extent than the fixed- 


free case. Similarly, on the NPS water tunnel, the fixed- 
fixed case. Therefore, the transition region was extended 
for the fixed-fixed case. Vibration studies are limited in 


mimoer at this point and a great deal of further research 
would have to be conducted prior to reaching any firm con- 
clusions. 

The last and most Significant point in Humphrey's paper 
eee lo) concerned the cell or wave pattern observed by 
pieeaching threads at Cylinder sur cace ak inewce | Wr we ad) 
pattern represented an intermediate state which consisted of 
alternating regions of laminar and turbulent boundary layer 
flow. The threads caused an earlier initiation of transition 
and a broadening out of the transition region. It is well 
hmown that surface roughness lowers the initiation of transi- 
m@ton (see Ref. 5, p. 433), and in this case, the presence or 


the threads acts as a tripping wire. The formation of these 
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cells is the first sign of the development of transition at 
Critical Reynolds number. 

Gerrard [Ref. 18] conducted a study concerning the three- 
dimensional structure of the wake of a circular cylinder. 

It was determined that the modulation of the hot wire signals 
is a result of the flapping of the wake, and at Reynolds 
number (R=235) laminar and turbulent vortices occur at the 
same time behind the cylinder in a spanwise direction. Thus, 
experimental results based on a two-dimensional model must 
be interpreted and discussed with three-dimensional effects 
mamind. 

The study of drag reduction in dilute polymer’ has a verv 
short history when compared to cylinder wake study. The 
"Toms Effect" was initially reported in 1948 by B. A. Toms 
but very little was done in this field until the 1960's when 
several investigators experimented with a variety of polymers 
in water solution. An excellent survey of this field was 
presented by Sarpkaya and Rainey [Ref. 19]. 

The phenomenon of drag reduction by dilute polymer solu- 
tions is related to the molecular nature of the polymer in 
solution. In some manner, the long chain, large size mole- 
memes (50,000 times the size of a water molectle) act to aid 
in the dissipation of energy in the flow. 

Patternson [Ref. 20] classified the major theories 
concerning the polymer drag reduction as follows: 

1. Aggregation Theory 

Aggregates of polymer molecules retard the intensi- 


fication of shear layers by an exchange of momentum in the 


Ls 








radial direction. These aggregates io eect eimeue ern maga 
shear regions producing an effect Similar to the one described 
by Humphreys [Ref. 15], due to the presence of threads on 
ime cylinder. | 
2 OS EEO ne Vo COcrmin Coma 

Elongated polymer coils align themselves with the 
direction of shear and reduce the transfer of momentum normal 
mepthne direction of shear. een the fluid 1s assumed 
to have two viscosities, one in the Girection of shear (low) 
mae one normal to it (high). 

3. Viscoelastic eee 

a. Polymer coil possesses a characteristic relax- 
ation time cauSing a solid-like behavior for processes with 
a Shorter time scale. 

b. The polymer molecule can act as an elastic body 
and absorb, store, and release energy depending on the 
influence of the surrounding medium. 

Poco nee eve ClChcume) | VES COST hy Min ony 

In this theory, the high effective viscosity of a 
dilute solution in an irrotational strain field is directly 
mewated to drag eee and this high viscosity is the 
result of large polymer-molecule deformations. 

A dual explanation of the drag reduction phenomenon 
was presented in Ref. 19. The first part was based on the 
concept of roughness elements in the boundary layer or attached 
to the wall, where the elements were the polymer molecules. 


The second part conjectured that it 1s specifically the 
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finite critical shear wave spped which is the fundamental 
property that imparts a Significant change in the character- 
istics of the flow. As a result of this finite shear wave 
speed, a hydro-polymeric boundary layer results and transi- 
tion characteristics are controlled by the hydro-polymeric 
boundary layer. 

The theories just presented are general areas of 
agreement between different researchers. These theories 
provide a basis for aditional research and will continually 
be refined, combined, accepted, or rejected as additional 
information is obtained. 

Sarpkaya and Rainey [{Ref. 19] stated that two distinct 
Eyoes Of transition occur in dilute polyox solutions. The 
mist 1S a continuous transition similar to that noted on 
meugnened cylinders. The second is an actual drag “crisis” 
or "tripping" of the boundary layer at a well defined flow 
condition at a constant percentage of degradation. The 
graphs for these conditions have been replotted in Fig. 5 from 
Pape 19 for the one-inch cylinder in a 25 wppm polymer solu- 
OT) . 

Very little research has been reported on vortex 
shedding in dilute polymer solutions with the exception of 
papers by Kudin, Kalashinskov and Gadd. Kudin and Kalashin- 
skov [Ref. 21] studied the vortex shedding at Reynolds number 
below 400 with a hot-wedge anomometer. The frequency was 
obtained by comparing the Lissajous figures from the thermo- 


anomometer and a known frequency oscillator. The authors 
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found that the frequency obtained in polymer solution was 
lower than that for the Newtonian fluid. Gadd [Ref. 22] 
tested several polymers at a Reynolds number of approximately 
240 and reported the greatest change iteoeLounal Erequencay 
eecurred when Polyox WSR-301 was useds Pollyex in concénrra— 
tions up to 40 wppm produced a much lower shedding frequency. 
Gadd stated that the polymer inhibited the breakdown of the 
vortex street into turbulence. Below a concentration of 10 
wppm, no change was noted in the shedding frequency. In 
another experiment, Gadd [Ref. 23] demonstrated that Polyox 
WSR-301 in concentrations up to 90 wppm meiew te MOP Cm f mise at 
to stretch a vortex. Therefore, this could delay the breaxk- 
down of laminar non-linear oscillations into turbulence. 
Genstill [Ref. 24] reported no change in Strouhal 
number or oscillating forces on a semi-Submerged circular 
cylinder in 100 wppm 200 wppm solutions of WSR-301. The data 
was obtained by ee the cylinder through the solution, 
thus the polymer did not degrade to any appreciable extent. 
These results are consistent with [Ref. 10] where fresh 


solutions (85% drag reduction for pipe flow) showed little 


d 


The important fact that emerges from the preceding 


elvange in Cp or C. when compared to water. 


observation is the multiplicity of the mechanisms that lead 


to turbulence and the unavailability of disturbance input 


mertOormation. 
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Cc. OBJECTIVES OF VEG 2 RE oEN I eh oie ener) 

The objectives of this investigation were divided into 
two parts: The first consisted of the testing of two cylinders 
in water to facilitate equipment setup and to check on the 
reliability of the results. The second involved the study of 
the effects of dilute polymer solutions on vortex shedding 
behind a one-inch cylinder at Reynolds numbers limited to the 
range before, during, and after the drag-crisis region [Ref. 
19]. The periodicity of shedding was used to indicate if the 
drag crisis iS confirmed to a small Reynolds number range as 


indicated by the drag coefficient curves. 
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ii.  EOUILPMENT AD Teo eeoCEpure 


Awe OU Ee MEN 
Pe NeoeWater lunned 

The experiments were performed in a recirculating 
water tunnel (Fig. 6) with a capacity of approximately 500 
gallons. The test section was four inches wide, eight inches 
beg; and 86 anehes tone. Thewvelocity of the £lui dean ene 
test section varred from 5 to 25° fps. 9A low-rpm, hagqnvweap— 
erty, !4-incn-diameter-discnarge centrifugal pump was used 
to Ree Micte the fluid. Three flow straighteners provided 
a testsection velocity profile which remained uniform from 
(MeemmeOe,. 5 2nchecse with a standamea deviation Ge 22ee. 

Associated gquipment include a 150 gallon stainless 
steel storage tank, a recirculating pump and filter system, 
amemea 15>-gallon head tank - 

Aeeeetecular Cylinders 

Plexmetass cylinders (Figu/) son, 1-172 1nen and 
inch were used for the eee studies. The cylinders were 
mounted through the plexiglass walls of ene test section 
with an "0" ring seal. This seal allowed 360 degree rotation 
of the cylinders. 

MiMecrtcelnigupEesSUremale Oca im—pteos iimemmoa sl beincmmt S 
were made on the surface of the cylinder through a small 
mere hold (1/32 inch), drilled wadially on the cylinder 


? - 


surface to a larger (1/8 inch) hole drilled axially from the 
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Figure 6: NPS WATFR TUNNEL 
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Figure 7: PLEXIGLASS CYLINDER 


27 








cylinder 6nd. SSmall brass tubes veue stanpeaminite enemys: 
inch holes to be used aS pressure taps on the ends of the 
eylanders. Each cylinder had @§6¢eve soles (semen eo 3, oe 
225°, located approximately 2 inches from the end of the 
cylinder (Fig. 7). Static pressure was measured at the 
entrance of the test section with a wall tap. 

An aluminum one-inch. cylinder was used for the com- 
bined frequency-drag studies. The cylinder was fixed in one 
test section wall and extended through the other wall and 
was mounted rigidly in a cantilever beam system. A water- 
Geght plexiglass box enclosed the entire system (Fig. 8). 

The cylinder contained two small holes (1/32 inch) drilled 
radially at 0° and 120° for stagnation and fluctuating 
pressure measurements. Two larger axially drilled holes were 
mounted with brass tubes for pressure taps. Soft polygon 
tubing connected these pressure taps to the wall of the water 
fmoht box. Pressure transducers were then connected to these 
wakl taps. 

3. Instrumentation 

The Strouhal number data in water for one-inch and 
one and one-half inch cylinders was calculated from fluctuat- 
ing pressure meaSurements taken at. two points, located 
Peescet ly Opposite each other +45° from the rear stagnaeion 
point. The two pressure leads (at equal length) were attach- 
ed to a Sanborn Differential Pressure Transducer (Model 
267BC). The output of the pressure transducer was fed into 


peaual channel Hewlett-Packard (H-P)M@Gtrip Chart Recorder: 


28 











Figure 8: DRAG FORCE MEASURING APPARATUS 
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A Mansanto Counter (Model 5326B) was added later to check 
initial data. Kaman (Model K1500 Pressure Transducers were 
used as an additional check on the Sanborn Transducer. The 
schematic diagram for the system is SWoOwiieed 1) shal @ieeo 

Frequency spectrum measurements were made uSing only 
@ne port at 60 degrees from the rear stagnation point. A 
pressure lead from this port was connected to one side at the 
Sanborn transducer. The other side was left open to the 
memoespmere. The output of the transducer was fed to Ehe 
meeerecorder (for amplification only), then through a Krohn- 
Hite (Model 3750) Low Frequency Band Pass Filter. The output 
of the filter was connected to a H-P 20 second time constant, 

RMS meter, the DC output of which was connected to a H-P 

digital voltmeter printer system. This one port arrange- 
ment was used on the alumiunum cylinder for Strouhal frequency 
measurements. Additional equipment included a tape recorder 
which monitored all unprocessed signals and a PAR Correlator- 
Fourier Analyzer for frequency checks. A system schematic 
is shown in Fig. 10. 

The drag force acting on the cylinder was measured 
directly be a strain gage mounted on the cantilever beam. 
The beam was fitted with a redundant bridge circuit to maxi- 
mize reliability. All of the bridges used four active strain 
gages (SR-4). The gages were calibrated, using a static 
load from zero to twelve pounds, to a H-P Strip Chart Recorder. 

4. Turbulent Pipe Rheometer 
The turbulent flow pipe rheometer (Fig. 11) consisted 


basically of a 0.073 inch ID stainless steel pipe connected 
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to a 100cce graduated syringe. The syringe was driven thrown 
a worm gear box by a variable speed motor. The pressure drag 
across the six inch length of the pipe was meaSured by a 
Pace Transducer and recorded on a H-P Strip Chart Recorder, 
while the duration of flow was measured by an electronic 
timer. 
a». Polymer 

Polyox (WSR-301), Blend 8051 F, manufactured by Union 

Carbide, was the polymer used in all experimental runs. WSR- 
6 


301, a water soluble resin, has a molecular weight of 4 x 10 


[Ref. 25). 


Pee | ROCEDURE 
ieee Se ometemmepe ra Elon 

The syringe was filled from the reservoir as the 
plunger was slowly lowered to the 120cc level. The motor was 
started at a preselected speed by manually cloSing a relay. 

As the syringe passed the 100cc mark, the electric timer was 
Manually started. As the 20cc mark, the relay was released, 
instantly stopping the timer and the motor. 

The Fanning friction factor for tap water (f,) was 
then calculated for the Reynolds number range from 4200 to 
5400. This data (Appendix A) established the reference value 
for the percent drag reduction (PDR) when compared to the 
merCtion factors (f) calculated for various polymer solutions. 

one polymer solutions were tested in the Reynolds 
number range Ore 000T sO eine Pp ee sample of polymer 


was calculated from the value of the tap water friction factor 
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GOorresponding to the Reynolds nunber ee rernew rest ee calu, 
for the purpose of correlating the data, the PDR formula used 


me Ret. 19 was used in this work. 


PDR = 100x (f, = Ee (Ly =" 647 Re) 


Tunnel samples were tested prior to the first fre- 
emency spectrum run, and after each run. Sufficient sample 
was withdrawn to allow one flush of the rheometer, and three 
tests. The same Polymer solution was never used more than 
once for a PDR test. A PDR was calculated for each test and 
mae three PDR's were then averaged to obtain a single PDR at 
mae end of each run. 

Ze 6 ELeparatlon som the) Polymer 

Previous experience [Ref. 26 and 19] proved that the 
most satisfactory mixing technique was a direct insertion of 
"tne dry powder into the circulating water. To accomplish 
this, the water level was set at the lower one-third of the 
test section, the pump was started at the slowest speed, and 
the polymer was slowly fed through a.funnel in the tope of 
the test section. The weight of the dry Polyox was measured 
fem 0.05 gm on a laboratory balance. The total running time 
(TRT) does not include isc times which were four minutes 
or less. The solution was then aged approximately 24 hours 
before a run was made. 

Ae theseemeletion of a Cest@ain, the degraded Solution 
was dumped, the tunnel was flushed twice with water (second 


filling was filtered for approximately six hours) before 


So 








another batch of polymer was mixed. The same procedure as 
outlined in Ref. 19 was used to chemically treat the tunnel 
before taking any water data. 

Be Cy linge meeemeuiat Number Measurements in Water 

The free stream tunnel velocity was calculated from 
the measured stagnation pressure of the cylinder being tested. 
This procedure was used for all experiments in the report. 

The Strouhal number was meaSured on the one-inch- 
G@irameter cylinder with tunnel velocities ranging from approx- 
imately 7 to 20 fps. Various methods were used to eliminate 
possible system abnormalities. 

The first method, described in the instrumentation 
meeeton, used two holes + 45° from the rear stagnation point. 
These two pressure ports were connected to a Sanborn differ- 
ential pressure transducer with soft flexible polygon tubing. 
The output of the transducer was recorded on a H-P Strip Chart 
Recorder (Fig. 12). A characteristics frequency was obtained 
by counting and averaging the cps of the wave form over a 
three second period. 

Hard, non-flexible tygon tubing of the same length 
was substituted for the soft tube and the tests were rerun to 
check the influence of the tubing. A wave form very Similar 
me that of the soft tube was obtained (Fig. 13). 

A Monsanto Counter was added to the output of the H-P 
Berip Chart Recorder. The counter agreed exactly with the 
Strip charts, So the recorder pen was bypassed and only the 


recorder amplifier was used with the counter. 


36 








ee ee te 
, 


itn. oe 7. ’ i { ‘ ; 1 
' 


a nit i My a Wii ye Ayuih i 


Pugune 12+ STROUHAL FREQUENCY CHART RECORD, SOFT TUBE 


rt oa oe eae a | 
{ aa ’ 
wks ak J la t my! 
De ee ae ere ee 
ele eaten erty AES Y be! 

ang ‘ t eye? aaa «ys Vedat iit 1 d ya 
’ : 
| , 

en Paes = ~ . 


Figure’'13: STROUHAL FREQUENCY CHART RECORD, HARD TUBE 








In the final test, two Kaman Pressure Transducers were 
substituted for the Sanborn Transducer. The output of these 
transducers and associated equipment was amplified and counted 
on the Monsanto Counter. This check was considered satis- 
factory since now the fluctuation pressure was being computed 
electronically, connecting tubing was less than one inch in 
length as the transducers were isolated from the system 
mimoration. 

Measurements on the 1-1/2 inch cylinder were conducted 
in a free stream tunnel velocity range of 6 fps to 15 fps. 

The only method used with this cylinder was the same as the 
first method used on the one-inch evirnder=s This metsiod pro— 
vided results until the 1-1/2 inch cylinder entered the 
transition region at a Reynolds number of approximately 
170,000. In the transition region, a count could not be made 
on fae strip charts The addition cf a counter produced 
steady frequencies that were dependent only on amplifier gain. 

wee cy eimder Preamency Specerum Measurements 

During the second phase of the investigation, frequency 
spectrum measurements were made. For this series of tests, 
@mly the one-inch cylinder was used in polymer and both the 
one~inch and 1-1/2 inch cylinders were used in water. 

Initial checks were made in polymer and water to 
feeermine the point on the cylinder where maximum pressure 
Beeurred. In water, this point was located at 125 degrees 
from the forward stagnation point. In 25 wppm polymer Sonn 


tion, the maximum pressure occurred at 110 degrees from the 
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forward stagnation point. A point was chosen for all tests 

at 120 degrees from forward stagnation point since readings 

at this point in polymer and water were less than 1% below the 
maximum. The above tests were run for a Reynolds number 

memge Of 100,000 to 160,000. 

Hard tygon tubing was very sensitive to tunnel and 
building vibration. To reduce this phenomenon, two pieces of 
soft tube (2 inches long) were attached to either end of the 
hard tube. With this hook-up, the maximum rms value for 
Eewerior vibration between 2 HZ and 135 Hz was 0.05 volts. 
This was less than 10% of the Signal minimum on any run. This 
combination of ‘soft and hard tubing gave the best signal 
transfer characteristics with minimum external interference. 

The procedure for frequencv spectrum spectrum tests 
in water and polymer solution was not altered once it was 
established. The band pass filter was set in the band pass 
mode with high and 166 cutoffs at the same frequency. The 
filtered signal was fed to the RMS digital voltmeter, printer 
system. The RMS value was then printed out at various 
speeds over a 10 second sample period. The number of printed 
values varied from a minimum of ten to a maximum of twenty. 
The filter was then changed to the next higher frequency, and 
after a delay of approximately 30 seconds another set of 
readings were taken. A total of 16 frequencies were sampled 
on every test with concentrated readings near the maximum 
expected value of rms. 

The printed values for each frequency were averaged 


Eo Obtain a Sinmgqie rms value. Since the digital printer 


She, 








system output was normalized to the scale setting, each 
average value of rms was multiplied by the scale setting to 
obtain the actual rms value. The method described above 
reguired the use of the IBM 360 Computer. The data was tran- 
scribed from the paper tapes to cards and a program was 
written to compute and plot the data. 

Tests were made in water on the 1-1/2 inch cylinder 
fer Reynolds numbers of 78000, 110,000, 150,000, 180,000 ana 
210,000. The one-inch cylinder was tested in water at 
Reynolds number of 72,000, 100,000, and 138,000. 

The testing procedure used in the 25 wppm polymer 
solution varied from that in water since the solution degrad- 
ed with running time. Two separate series of tests were run 
with the one-inch plexiglass cylinder, one at Re = 100,000, 
and the other at Re = 160,000. Each series consisted of 15 
mestes corresponding to a certain PDR and total running time 
(TRT). The PDR and TRT are the values at the end of each 
meee. One test book approximately 15 minutes to run. ini- 
tially, tests were conducted as close together as possible, 
due to the rapid change in PDR, but after a PDR of 10% was 
reached, the tunnel had to run 20 to 30 minutes between tests 
to show a change in PDR. Tape signals from all runs were 
also run through the PAR Correlator and Fourier Analyzer tc 
check the frequencies determined by band pass filter method. 
The correlator analyzer could not be substituted for the band 
pass system because constant gain changes resulted in an 


amplitude that had no relationship to other amplitudes. 
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5 Gyaeiaeis Strounal EPLequency vanGeeiad 


Frequency spectrum measurements were again taken at 
a point 120° from forward stagnation. The same procedure 
used in Part (4) was used for these measurements. Drag meas- 
urements. Drag measurements were taken at the same time for 
correlation purposes. 

The test program was as follows: 

(a) The one-inch cylinder was tested in water for 
frequency and drag over a range of Reynolds numbers. 

(b) The one-inch cylinder was tested in a 25 wppm 
solution with frequency measurements taken at Re = 120,000. 
Drag measurements were made at the same time for’ Reynolds 
numbers of 100,000, 120,000, and 160,000. These measurements 
were taken at various PDR’s. 

(c) At a value of PDR = 7%, the cylinder was tested 
over a range of Reynolds numbers with emphasis placed on 
numbers near the crictical region. 

(d) The one-inch cylinder was tested in a 25 wppm 
solution of Re = 100,000 with drag and frequency measurement 


taken at various PDR as the solution degraded. 
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LilLe sPRESENTATION ORD e ie 


A. EVALUATION OF EXPERIMENTAL ERRORS 

The measurements of the stagnation pressure and direct 
drag were the most critical, since the correlation of the 
data was based on these measurements. Previous work on the 
NPS water tunnel has shown that, as the blockage factor 
increased the stagnation pressure decreased to a value lower 
miemetniat Cxpected for the fresh polymer solution of con- 
Semerations of 50 wopm and larger. All of the following 
data were taken on the same size cylinder at 25 wppm so that 
. any anomaly due to concentration and blockage factor was kept 
Semstant. Error estimates were based on the repeatability 
of the results in water and polymex solutions. Stach ation 
pressure error was estimated to have introduced a relative 
weer Of 3%. Drag-force measurements were assumed to have 
an error of 6%. These errors resulted from calibrations, 
balance, and zero shift of the recorder and the reading of 
the Peecnie: Glicietewecaee is Oun0 .2 oii. 

The pipe Rheometer had several possible sources of error 
meee Included +0.2 mm recorder reading, +0.1 second timing 
fewest, and'+ 26 Crrersdue to the varlatrvon of the motor Speed 
during a test run. The above errors, when combined, result- 
ed in an estimated 42% error in PDR reading. 

Strouhal frequency measurements had approximately 2% error 


based on the comparison between different methods of testine. 
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RMS frequency measurements were avyertagea sever cerlain 
time periods at various sample rates and compared with a 
Fourier frequency analysis of the same Signal. This resulted 
mia 2 HZ error for 30 Hz Signal OY 49ea 9/4 massmum crror. 

The expected total error is defined as the Square root 
of the sum of the individual errors squared. Therefore the 
expected total error was estimated at 7% for drag, 3% for 
Strouhal Number, and 9% for the frequency meaSurements. 


B. STROUHAL NUMBER AND FREQUENCY SPECTRUM MEASUREMENTS IN 
WATER 


Pee hOulici | UMOCt  EOrmGy Ene re silicate crt. 

The Strouhal frequency waS measured on the one-inch 
plexiglass cylinder over a range of Reynolds numbers from 
55 ae ee Ge OWey 03s NO” As stated in the experimental pro- 
cedure, three changes were made on the pressure meaSuring 
System. First a soft tube then a hard tube and finally two 
Kaman Hydrophones were used to check for system abnormalities. 
In Fig. 14, the measurements made with these methods have 
been Compared by plotting Strouhal versus Reynolds number. No 
noticible difference was observed between the three methods. 
@ne constancy of the Strouhal number and the predominant fre- 
quency indicated that the cylinder was in a subscritical-flow 
regime. A representative sample of all the data taken with 
mame, OnC-inch plexiglass cylinder is shown in Fig. 15. A 
Similar plot representing all the data taken on the one and 
one half inch plexiglass cylinder is shown in Fig. 16 for a 


Reynolds number range of 7.8 x ton EO. AnBd wc ian At Reynolds 


numbers above 16.5 x is the Strouhal number increased, 
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eorresponding to a loss of predominentwerucquency,, chus andar 
cating that the one and one half inch cylinder has entered 
the transition region. 

The one-inch aluminum cylinder was tested in water 
over a Reynolds number range of 5 x toe ie Ome) ane ones At 
Reynolds numbers above 15 x 10° no predominant frequency was 
noted thus indicating that the cylinder had entered the 
transition region. A Strouhal number versus Reynolds number 
plot is presented in Fig. 17. The Strouhal frequency was taken 
pemene port 120° from the forward Stagnation point for the 


aluminum cylinder instead of the two port method used on the 


plexiglass cylinders. 


Me ebeouency .eece rum Measurencnts When Ones imc 
Cinders un Wares 


All frequency spectrtm Measurements were Faken at the 
Same point, 120° from the forward stagnation point. As stated 
in the discussion of the procedure, all spectrum measurements 
were made using the bandpass-filter method and each run was 
checked by a Fourier Analysis on the PAR equipment. Three 
spectrums were taken with the one-inch plexiglass as shown in 
Fig. 18 for Reynolds numbers of 7.2 x 104, hme one and 
=o xX ans Figure 19 illustrates a typical Fourier Analysis 
for a Reynolds number of 10.0 x 10. Both plots show a maxi- 
mum amplitude at 30 Hz which corresponds to the Strouhal 
Frequency recorded previously. The frequency spectrum for the 
one and one half inch cylinder for Reynolds numbers of 7.9, 


feo, 24.6 x 104 are GGabher in Fig. 920r The frequencies of the 


e ae 4 A 
Maximum anplitudes for Re = 7.9 and 1S x TO” again Cozres -o1 
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Figure 17: St VERSUS Re 
1 IN. DIAMETER ALUMINUM CYLINDER IN WATER 
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Figure 20: RMS VERSUS FREQUENCY 
1-1/2 IN. DIAMETER PLEXIGLASS CYLINDER IN WATER 
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to the Strouhal frequencies. For Reynolds numbers above 

ZA 6a ioe the flow is well into the critical regime and has 
lost all the predominant frequencies except for a very low 
frequency cf 10 Hz. The pressure waveform in this case appear- 
ed on the oscilloscope as a low frequency wave modulated with 
high frequencies. The aluminum cylinder was tested at three 
Reynolds numbers of 10, 12 and 16 x 107 as shown in Fig. 21. 
Again the frequencies correspond to the Strouhal frequency et 
Reynolds numbers of ge anced ex HOR. At Reynolds numbers 
above 16 x 104 the spectrum has flattened out at high fre- 
quencies and a predominant low frequency peak has appeared. 

The only change between the mounting of the plexiglass and the 
aluminum cylinder was the end conditions. The plexiglass 
cylinder was fixed in both test section walls while the aluminum 
cylinder was only fixed on one end with the other end open to 
‘a reservoir housing the drag mechanism (Appendix B). 

Gee REQUENCY SPECTRUM FOR THE ONE-INCH PLEXIGLASS CYLINDER 

(25 wppm CONCENTRATION) 

Two tests were run with the one-inch plexiglass cylinder 
for a Reynolds number of 10 x ioe iea 25 wopm po kymer selu— 
tion. Initially, the polymer solution (85% PDR) behaved 
Similar to water but as the PDR changed, the entire frequency 
Spectrum changed also. Figures 22 and 23 illustrate the 
change of frequency spectrum with PDR. The minimum frequency 
spectrum was almost flat and was observed at a PDR of 20%. 

The return to water-like behavior was accomplished by degrading 


the polymer by pumping. This phenomenon of the frequency- 


spectrum change can be shown by plotting RMS versus PDR for 
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Figure 22: RMS VERSUS FREQUENCY 
1 IN. PLEXIGLASS CYLINDER IN 25 WPPM SOLUTION 
@e= fox to) 


EIDE 
7 O70 
74 
~ 38 
=o 








RMS 


3.0 


es0 





Parqailre 2050 


(Reese 1 


A 


) 


FREQUENCY 


RMS 


55 


VERSUS 


(Hz) 


FREQUENCY 


7 loan PLEXIGEASS CYLINDER IN 25° WPeeM SOLULION 


-~ 
Lo 
a 





ss 
oO 


13 








Specific frequencies. The results of the two tests are pre- 
sented in Figs. 24 and 25. The mirimum value of RMS occurred 
in both tests at a PDR of 14%-20% for all frequencies but oniy 
three frequencies are graphed. The plot of the frequency at 
maximum RMS value versus PDR should indicate the nature of the 
predominant frequency as the spectrum changes. The plots for 
both tests are presented in Fig. 26. 

One test was run with the one-inch plexiglass cylinder at 
a Reynolds number of 16 x 10 in 25 wppm polymer solution. 
The frequency spectrum at various PDR's showed a Similar 
decrease in amplitude until a minimum was reached at 6.6% PDR. 
The solution remained at this point for over sever hours of 
running time and did not show a return to water behavior until 
the solution was diluted. Graphs of RMS versus Frequency are 
presented in Fig. 27 and Fig. 28. The plots of RMS versus 
PDR and the frequency of maximum RMS versus PDR are shown in 


Mes. 29 and 30. 


Dees REOUBNCY SPECTRUM AND DRAG FOR ONE~INCH ALUMINUM CYLINDER 
Two tests were run with the aluminum cylinder to simul- 
mameously monitor the drag and frequency spectrum measurements. 

The cylinder was tested at Reynolds aes ie 2 10° and 
Op x ore Frequency spectrum plots for the Reynolds number 
ome xX ron em sMewl mans ess ones 2 Ors Tor RMS syeisams 
EP for both tests are presented in Figs. 33 and 34. 
The aluminum cylinder was also tested over a range of 


Reynolds numbers from 5 x 10° TO olo ws 10 to determine the value 
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Figure 24: RMS VERSUS PDR 
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of Ca in water. (Fig.535). This plot has stlewnerene eaene 
eylinder enter the critical region at pe — ae ioe agreeing 
with the Strouhal frequency data previously presented. 

To facilitate the correlation Of, the erred vena, eamcescdeacc: 
data, two plots were made on the same graph. The top plot 
shows maximum value of RMS versus PDR while the lower one shows 
C, versus PDR. (Figs. 36 and 37). There 1s a dixvect Gerrela— 
tion between the maximum value of RMS and the Strouhal fre- 
quency: When the RMS value is high or close to the water 
value, a predominant Strounal frequency is present; and when 
it is at a minimum, there is no dominant frequency. In both 
cases the drag crisis occurs Simultaneously with the re-estab- 
lishment of a dominant frequency. This fact can be seen in the 
graphs of maximum RMS frequency versus PDR. 

PReequency Spectrum analyses were also made on the drag 
Signals before, during, and after the drag crisis. These plots 
are shown in Figs. 38 through 40. The major point observed 
in these graphs is she increased predominance of the low 
frequencies. After crisis, when Ca and Strouhal frequency 
have returned to a water-like value, a very strong low frequency 


Mepotall predominant in the oscillating drag. Chart records 


Seedrag and pressure are prescribed im Appendix C. 
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ivi DISCUSSION OF RESUMES 


A. STROUHAL NUMBER DATA 

The data presented in this section have shown the accuracy 
and repeatability of the pressure senSing equipment. The 
Mmiloeo On Sterounal number versus Reynolds number agreed with 
previous results found in the fluid dynamics literature. 
Graphs of Strouhal numbers were extremely useful in the pre- 
diction of the transition Reynolds number. The early transi- 
tion on the one-inch aluminum cylinder indicated that the 
boundary layer stability is strongly dependent - the end 
conditions. This dependence could be caused by three-dimen- 


1 aie 4. ~ Wa 77 4 etertar fea of WwW . 
puma Crrects or by the vibration of the cylinder. 


foe REOUENCY SPECTRUM IN PCLYMER SOLUTIONS 

tie Erequency Spectrum plots agreed vyeryewell werh St uottart 
frequency data indicating the accuracy and repeatability of 
the bandpass filter method. No noticeable change in frequency 
was noted between water and dilute polymer at the same Reynolds 
number. The change was a decrease in the amplitude of the 
polymer RMS signal when eee to water. The polymer appears 
memiave caused a shift in the vortex formation point or in- 
' creased the circulation of the vortex thus causing a lower 
RMS Signal. As the polymer degrades, the molecular weight 
changes until a point is reached where concentration, Reynolds 


number, and body-diameter combination becomes such that the 


eas. 








transition occurs in the boundary layer.  Inetzesh solutions 
the polymer molecules entangle in a Gomtinnum tiatearscoteae es 
energy in the polymer molecules and causes a shift in sep- 
aration of increase in ciecule ton In a highly stable low 
Reynolds number region, this energy dissipation increases 


the frequency of shedding as noted by Gadd and others. 


C. FREQUENCY AND DRAG COMBINED 


The similarity of the curves of maximum RMS and C, versus 


d 
PDR can be comined into a Single general curve depicting the 
various flow regimes ag affected by PDR (Fig. 41). Initially 
for PDR > 60, the polymer solution behaves like water ina 


subcritical regime with only small changes in C oor ose 


Ag 
- lating lift, pressure signatures, and Strouhal frequency. 
{fRefs. 19, 24, 27). As degradation occurs (a decrease in 
molecular weight) the flow enters the transition region with 
Cas C. and Strouhal number effected in a similar manner as in 
transition in water. When the PDR had decreased to a certain 
value, the degraded polymer begins to lose its effectiveness 
and the boundary layer begins to shift from turbulent to 
laminar regime. The magnitude of the oscillations suggest 
Mae this 1s a circumferential rather than a longitudinal 
oat. 

The addition of polymer to water causes water-like effects 
memOccur at lower Reynolds numbers dependent on the concen= 


Patton. WAc one Reynolds number Several regimes of flow “can 


be observed as the polymer degrades. 
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V. CONCLUSIONS 


The data presented herein warrant the following 
eonclusions : 

1. There is no noticeable change in the vortex shedding 
meeguency at» the same Reynolds number of a circular cylinder 
immersed in water from that immersed in a dilute polymer 
solution. In fact the only change is degrees in the amplitude 
of the RMS signal in polymer solutions. 

2 Beene polymer degrades, thesmolccular = wer ciimecnsacs 
ually decreases until a state is reached where éoticeme eae 
Reynolds number and the body~-size combination becomes such 
Mamet the transition occurs in the boundary layer. 

ee The transition 1S amplified by wlarge osciiletions si 
Meer drag coefficient. 

4. The addition of polymer to water causes water-like 
effects to occur at low Reynolds numbers dependent on the 
concentration. At one Reynolds number several regions of 


flow may be observed as the polymer degrades. 
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VI. SUGGESTIONS FOR FUTURE WORK 


It is recommended that: 

1. The variation of the intensity of turbulence as a 
function of the degration of polymer be determined with a 
ferme tiilm probe; 

2. The vortex shedding frequency be re-evaluated by 
placing a hot film probe at a suitable location downstream 
@oeehne cylinder; and finally 

3. Experiments be carried out on axisymmetric bodies 


with semi-spherical or other head forms. 
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